
M60 Peristaltic dosing pump 

Description

The M60 is a compact panel mounted peristaltic pump. It uses a snap-on tube cartridge 

to eliminate tools, simplifying and speeding up tube changeovers. Easy to integrate 

in equipment, it has many uses including analyser feeds, chemical dosing systems, 

condensate removal pumps, �xed volume �ushing systems, metering sample volumes 

and vending machine dispensing systems.

Features

 • Compact peristaltic pump

 • Fast tool free snap-on cartridge

 • 2 Roller rotor

Function Detail

Maximum �ow 375 ml/min

Maximum pressure 1 bar (Verderprene only)

Body Materials Polycarbonate; nylon

Motor 24V DC brushed (non continuous running rated)

Rotor Materials PBT & SS

Tube Verderprene; silicone

Weight 1.5 kg (3.3 lb)

Technical specifications

Tube size options

Nominal flow rate*

Speed [rpm] 95 150 192

Tube size [ml/min] [ml/min] [ml/min]

1.6 bore 26 44 61

3.2 bore 97 169 221

4.0 bore 134 232 313

4.8 bore 159 306 375

* Flow rates for 2 roller rotor



M60 Peristaltic dosing pump 

Dimensions

All dimensions are in mm.

All dimensions and weights are for guidance only.
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